
MRA Metal Tube Cutter 

- The clever solution for cutting pipes manually - 

 

This Metal Tube Cutter is especially designed for 

cramped working places and for chipless cutting 

processes.  

 

Your Benefits: 

For manual cutting of metal tubes in each position.  

Easy to use – first-rate cutting technology.  

 

Advantages:  

No electricity required  

Chipless cutting procedure  

Requires little space  

For badly accessible areas  

 

The patented cutting technique used in designing 

the MRA is based on the diameter-specific clamping 

shells and the flexible multi-roller cutting chain. Both 

these components are made of hardened, wear re-

sistant steel and provide the following advantages:  

Long service life of the components  

The cutting chain is at a right-angle around the tube  

The MRA runs on track rollers on the clamping shells  

Minimum hand movements 

Tubes made of stainless steel can be cut  

MRA 

MRA Roller Cutter 

Twin clamping shells guide the 

multi-rollers on the surface of 

the pipe to ensure a straight, 

square cut every time. 



MRA Metal Tube Cutter 
Technical Data 

Dimensions: 450 x 105mm 

Weight MRA (without chain): 3.1kg 

Weight complete (with case): 8.0kg 

Versions: MRA Standard  Code 790 008 001 

  MRA HP*   Code 790 008 002 

Working Range OD:   33.7—254mm 

Wall thickness:    0.8—3mm** 

Tube Materials:    No-alloy and low alloy steels , aluminium, non-iron metals, PVDF.*** 

Multi-roller cutting chains: 

Cutting chains come in different lengths 

for different diameters and are made 

from hardened steel. 

Clamping  Jaws: 

Clamping jaws are diameter-specific for 

all common pipe sizes. 

Plastic Carry-Case: 

ABS-Moulded plastic carry case pro-

tects from damage and contains a 

starter kit for the MRA. 

Optional Pipe-Clamp: 

Optional pipe vice for pipes up to 

300mm (11.8”) sold separately. Code 

790 008 008  

Packed with: 

1 x Metal Tube Cutter MRA 

All tooling 

1 x tube GF TOP lubricating compound. 

1 x pair working gloves,  

1 x ABS moulded plastic carrying case. 

 

 

*MRA HP = Metal Tube Cutter for high-purity 

applications. Only applicable with the HP multi

-roller cutting chain (Code 790 008 014). 

** Depending on material. For high-alloy 

steels, the maximum wall thickness which can 

be processed is 2.0—2.5mm. 

*** Other materials available on request.  

 

The technical data are not binding. They are 

not warranted characteristics and are subject 

to change. Please consult our general condi-

tions of supply. 


